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THE Q 

41-42 24th Street 

Long Island City, NY 11101 

 

Site Contact 

Sean Pringle 

Project Engineer 

Aegis Energy Services Inc. 

55 Jackson St Holyoke MA, 10603 

413-536-1156 

SPringle@aegisenergyservices.com 

 

 CDH was on site December 7, 2015 to install a datalogger, terminate meter 

wiring, and setup communications.  Unit not running.    

 Aegis on site May 10, 2016 to wire recently installed gas meters.  

 

Outstanding Items 

 Aegis to replace parasitic power meter – issue with modbus output from meter.  

 

 

Summary 

CDH provided the data logger and enclosure.  Aegis provided and installed the gas, 
power, and BTU meters.    Aegis installed the CDH enclosure and performed all of the 
necessary wire pulls while CDH terminated wiring to the data logger and sensors.   
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Monitored Data Points 

 

 

IT Information 

 

 

Site Photos 

 

Aegen TP75-LE cogen units located in 
basement mechanical room.   

 

Basement mechanical room HX skids, with 
Badger 380 BTU meter (left) and Veris 10k 
Type 2 Thermistor (right).  

No. Input Data Point Description Units Sensor Signal

1 MB-001 WT1 Gross Generator #1 Power kW/kWh Veris H8035-0300 Modbus 485

2 MB-002 WT2 Gross Generator #2 Power kW/kWh Veris H8035-0300 Modbus 485

3 MB-010 WB1 Total Building Power - Meter #1 kW/kWh Veris E50C2 Modbus 485

4 MB-011 WB2 Total Building Power - Meter #2 kW/kWh Veris E50C2 Modbus 485

5 MB-016 WPAR Parasitic Power kW/kWh Veris H8035-0100-2 Modbus 485

6 IN1 FG1 Generator #1 Gas Use cf Romet RM2000 Pulse

7 IN2 THW1 Recovered Heat Loop - Supply Temp. deg F Mamac 10k Type 2 Thermistor Resistance

8 IN3 FG2 Generator #2 Gas Use cf Romet RM2000 Pulse

9 MB-004 FHW Flowrate CHP Loop GPM

10 MB-004 THW2 Recovered Heat Loop - Temp. After Useful HX deg F

11 MB-004 THW3 Recovered Heat Loop - Return Temp. deg F

13 MB-004 QU_ACC Useful Heat Recovery - BTU Meter Calculated Mbtu/h Badger 380 BTU meter Modbus 485

14 - QU Useful Heat Recovery Mbtu/h Calculated -

15 - QR Rejected Heat Recovery Mbtu/h Calculated -

Badger 380 BTU meter Modbus 485

External IP: 24.39.113.150:4081

Internal IP: 10.0.7.141

Netmask: 255.255.255.0

Gateway: 10.0.7.1

DNS #1: 8.8.8.8

DNS #2: 8.8.4.4
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Utility gas meter located in gas meter 
room.      

 

Cogen power meters located in cogen 
disconnects (grey).  Parasitic power meter 
located in Aegis panel (blue). 

 

Total facility power meters located in main 
electric room.      

 

Parasitic power meter.         
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